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COOLANT PRESSURE DIAGRAM2 PLACE DECIMAL = ±0.01

(UNLESS OTHERWISE SPECIFIED)
TOLERANCES

DEGREES = ±1°

LINEAR (IN.)

4 PLACE DECIMAL = ±0.0005
3 PLACE DECIMAL = ±0.005
2 PLACE DECIMAL = ±0.01
FRACTIONAL = ± 1/64

DEGS, MINS = ±00°,30'
DEGS, MINS, SECS = ±00°,00',30"

LINEAR (MM)

1 PLACE DECIMAL = ±0.1
NO DECIMAL = ±0.5

ANGULAR

COOLANT SUPPLY / CHILLER

COOLANT TANK / DRAIN
PUMP

POWER SUPPLY

COOLANT FILTER
(50 MICRON OR LESS)

FLOW
INTERLOCK

SWITCH

OUTLET TO AN OPEN DRAIN
0 PSI / BAR BACK PRESSURE

* NO FLOW RESTRICTIONS ON OUTLET
* ATMOSPHERIC PRESSURE

MAGNETRON SPUTTERING CATHODE
VACUUM CHAMBER

ADDITIONAL 15 PSI / 1 BAR

NOTE: TOTAL PRESSURE ON TARGET / BP WILL BE  ≅75 PSI / 5 BAR 
(60 PSI / 4 BAR COOLANT + 14.7 PSI / 1 BAR VACUUM)

INTERLOCK TO PS SO THAT 
POWER CANNOT BE TURNED ON 
UNLESS THERE IS REQUIRD 
COOLANT FLOW




